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SKOT OM DIN BADRUMSINREDNING

Badrumsmébler utsétts givetvis fér mer fukt &n mébler i dvriga rum i hemmet.
Véra badrumsmébler ér anpassade fér badrummet och gjorda i fukttéliga
material, bdde pd in- och utsidan.

Men dven om vara badrumsmébler ér det, bor de inte utséttas for vatten eller
extremt hog luftfuktighet. Dérfor bor bléta flackar, Gven vanligt vatten, torkas
upp s& snart som mailigt for aft undvika aft fukt tranger in i skarvar.

Se &ven till att badrummet har god ventilation och undvik placering néra
badkar eller dusch. Varda din badrumsmébel med omsorg, s& kommer den
att skéinka frivsel i ménga ér framéver.

A

STOMMAR OCH LUCKOR

Stommarna gérs av fukitrég spénskiva belagd med melamin eller faner
samt i vissa fall lackerad/folierad MDF-board. Vi har malade, fanerade,
folierade luckor samt massiva tréluckor. Samtliga har ett forstklassigt ytskikt.

Fér rengdring rekommenderar vi att man anvénder en fuktig bomullstrasa
med eft milt rengdringsmedel som t.ex. tvél, sépa eller milt diskmedel. Und-
vik aft anvénda starka rengéringsmedel som kan skada produkten.

@ ATT TANKA PA!

Om din badrumsmébel behéver extra rengéring sé& undvik preparat som har
en slipande effekt eller alkohol eftersom det ltt kan bli repor och onddigt
slitage pé& ytan.

GB

Bathroom furniture is exposed to more moisture than any other furniture in
your house. Our bathroom furniture has been specially adapted for bath-
rooms and is made of moisture-resistant material, both inside and out.

However, your furniture should never be exposed to water or extremely high
humidity. All wet marks, including water, should be dried as soon as possible
fo stop moisture penetration.

Make sure your bathroom is properly ventilated and avoid placing furniture

close to the bathtub or shower. If you take care of your bathroom furniture, it
will give you many years of satisfaction.

FRAMES AND DOORS

The frames are made of moisture-resistant particle boards, veneered or
melamine-coated. Some frames are made of MDF board, lacquered or foiled.
We have painted, foiled and veneered doors and solid wood-doors.

All doors have a firstclass surface.

To clean the surfaces, use a damp cotton cloth and mild detergent like soap
or a mild dishwashing detergent. Avoid strong detergents that can damage
the surface.

(& IMPORTANT!

If your bathroom furniture needs extra cleaning, avoid abrasive substances or
alcohol that will scratch the surface.
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MONTERINGSTIPS FOR TVATTSTALL

Det &r vikfigt aft kommoden &r monterad i vég och lod. Fast tvattstallet mot
kommoden genom att ldgga en klick silikonmassa i varje hérn (limma EJ fast
tvattstéllet). Detta for att det ska finnas méjlighet att justera eller nedmontera
tvattstallet vid behov.

TVATTSTALL

| Vedums sortiment finns tvéttstall i porslin, gjutmarmor och Top Solid. | serie
Louis finns tvattstallsskivor i natursten marmor med underlimmad porslinsho.
Natursten kan variera i férg och struktur.

Porslinstvéttstall - Porslin ar ett keramiskt material som ar levande i fill-
verkningsprocessen och darfér kan mindre buktighet eller skevhet férekom-
ma. Varije tvéttstdll genomgédr en kvalitetskontroll och granskas fér att hélla
de toleranser som angetts. Porslinstvattstéllet har en glaserad yta som &r latt
att hélla ren. Ytan &r bestdndig mot de flesta kemikalier med undantag fér
starka syror (t. ex saltsyra och svavelsyra) och starka alkalier ( t. ex kaustikso-
da). Rengér ditt porslinstvattstdll regelbundet med vanligt rengéringsmedel.

Gjutmarmortvittstall med gelcoat-yta (blank) - Tvattstall av gjut
marmor bestdr i huvudsak av krossade mineraler med bindemedel och har
en jamn, porfri och talig yta i blank gjutkomposit. Fér den dagliga rengéring-
en anvand tvél och vatten. Om ditt gjutmarmortvattstall behdver extra ren-
géring (nermattat eller repigt) polera tvéttstallet med speciellt tvattstéllspolish
som finns hos &terférsdljare och vaxa sedan. Anvénd inte rengéringsmedel
med slipmedel. Djupare repor kan forst férsiktigt slipas med vétslippapper
(ca 1200 korn).

Gjutmarmortvitistall med Top Solid-yta (matt) - Tvéttstall med Top
Solid-yta &r slitstarka och har ett slatt och stenliknande utseende. Top Solid
ar en yta av matt gjutkomposit med en mycket hdg hardhet. Det rengérs
med bifogad vit rengdringssvamp, fuktad med vatten. Till denna behdvs
inga rengdringsmedel. Alternativt kan man anvénda en fuktig trasa med milt
rengdringsmedel ex tvél, sapa eller diskmedel. Vid mindre repor kan man
anvénda en vit Scotch Brite-svamp. Djupare repor kan férsiktigt slipas bort
med vétslippapper eller en grén Scotch Brite-svamp.

ATT TANKA PAI Géller gjutmarmortvéttstall.

Fér att undvika att vatten samlas i braddavloppsslangen vrid anslut-
ningen till bottenventilen s& att slangen &r stréckt. Spola rent slangen
emellandt. Om en mindre skada uppstéft i ditt gjutmarmortvattstall kan
aterforsdliaren hjdlpa dig med en lagningssats. Fér att undvika missfarg-
ningar s& &r det viktigt att gjutmarmortvétistallet inte kommer i kontakt med
t. ex syror, ammoniak, starka rengéringsmedel, harférgningsmedel eller klo-
rin. Undvik att gjutmarmortvéttstallet utsétts for vatten som Sverstiger + 65°
C, dé det finns risk fér sprickbildning i ytskiktet.

STENSKIVOR | MARMOR OCH KALKSTEN

Marmor och kalksten har karbonatmineral (kalcit) som huvudmineral och
bé&da stensorterna har likartade tekniska egenskaper. Marmor och kalksten
ar bada kansliga fér syror som kan etsa och ge mdrken i stenen Sten &r
eft naturmaterial. Vid rengéring racker det i allménhet med en fuktig trasa.
Syntetiska material kan géra ytan matt och pé sikt skada stenskivan. Vid
behov av rengéringsmedel, anvind sépa eller de specialmedel som finns
fér rengéring av sten. Sten har en viss absorptionsférméga, se darfér till att
den inte utsdttas for fargade vétskor som kan trdnga ner i stenskivan (t.ex.
kaffe, vin, saft, olja). Om man spiller bér detta torkas bort direkt. Stenskivan
har en polerad yta. Ytan kan mattas av sura féreningar som t ex frukfjuice,
vin och dttika.

ATT TANKA PAI

Om man har fétt matta fléckar pé stenskivan Carrara marmor, kan man pole-
ra upp dessa med stenglans eller bivax [6st i lacknafta. Ar flackarna kraftiga
kan man behéva slipa ytan forst. Detta kan man géra med pimpstenspulver
pé en tvalfuktad trasa eller med en nylonsvamp.

GB

MOUNTING TIPS FOR WASHBASINS

It is important that the washbasin is assembled in the right angle. Fix the
washbasin to the vanity-unit by putting a dab of sanitary silicone in each
corner. This enables adjustment or dismantling of the washbasin.

WASH BASINS

The Vedum range features wash basins in porcelain, cast marble and Top
Solid. The Louis range features wash basin counters in natural stone marble
and lime stone with a porcelain sink attached underneath. Natural stone can
vary in colour and structure.

Porcelain wash basins have a glazed surface that is easy to keep clean.
The surface is resistant to most chemicals, except strong acids and strong
alkalis. Clean your porcelain wash basin regularly using an ordinary house-
hold detergent. Porcelain is a ceramic material that is active during the manu-
facturing process. For this reason, porcelain wash basins may appear slightly
curved or warped. Length measurements can also be affected and may have
a tolerance of + / - 1% of the wash basin’s total length. Each wash basin is
subject to a quality control and is examined to maintain the specified toler-
ances.

Cast marble basins with gelcoat surface (lustrous) cast marble
wash basins mainly consist of crushed minerals with binding agents and
have a smooth, poreless and durable surface. Use soap and water for daily
cleaning. Avoid household detergents with a grinding effect. Vedum Clean
and Shine can also be used. Minor scratches can be polished away using a
fine polish and then waxed. Deeper scratches can be carefully sanded with
1200-grit wet sandpaper.

Cast marble basins with Top Solid surface (lustreless) - Wash
basins with a Top Solid surface are durable and have a smooth, stone-like
appearance. Top Solid has a cast composite surface which is very hard.
These wash basins should be cleaned with attached white cleaning sponge
[no detergent necessary). Or cleaned with a damp cloth and mild detergent
like soap or a mild dishwashing detergent. Avoid strong detergents that can
damage the surface. Deeper scratches can be carefully buffed away using
wet sanding paper.

IMPORTANT! Cast marble wash basins.

To avoid water gathering in the spillway overflow tube, make sure the tube is
stretched. Rinse the tube occasionally.

If your cast marble sink need extra cleaning, do not use detergents containing
abrasives. Polish the sink with a special polish from your dealer and then wax
it. If the surface should become scratched or dull for some reason, polish and
wax it as described above. Deeper scratches can be carefully sanded with
1200-grit wet sandpaper. For more extensive damage, contact your dealer
for a repair kit. To avoid discoloration makes sure that the wash basin is not
exposed fo acids, ammonia, strong detergents, hair-dye or chloride.

Do not expose to water above +65° C.

STONE COUNTERTOPS MARBLE AND LIMESTONE

Marble and limestone have carbonate minerals (calcite) as the main mineral
and stone both places have similar technical characteristics. Marble and
limestone are both sensitive to acids that can etch and leave marks in the
stone. Stone is a natural material. To clean stone, use a damp cloth. Synthetic
materials can dull the surface and slowly damage the surface. If you want to
use a defergent, use a neutral soap or special products for cleaning stone.
Stone is a porous material and coloured liquids can penetrate the surface
(e.g. coffee, wine, juice, oil]. Any spill should be cleaned as soon as pos-
sible. The stone has a polished surface. The surface can be dulled by contact
with acidic compounds such as fruit juice, wine and vinegar.

IMPORTANT!

If dull spots appear on the surface of Carrara marble stone, use a stone
polish or beeswax dissolved in white spirit. For heavy stains, you may need
to sand the surface first. Use a pumice powder on a soapy cloth or a nylon
sponge.

Du hittar mer matt och fakta, monteringsanvisningar och skétselréd som PDF pa var hemsida: www.vedum.se



